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Product features

ESAVE

provides yourenergy sustainable

Operation

Without restriction at
-5°Cto 45°C

0 to 100% State of charge

Performance
10 times power reserve

Layout

Short circuit and overload proof
Temperature monitoring of all
cell contacts

Cell chemistry
Lithium-Iron

7+ L
eivicCieént
Energy storage efficiency
Greater than 99% at 0,1C
Greater than 94% at 1C

Eff, % for cycle

Cell chemistry
Lithium-Ilron

Battery cells
Industrial cells, individually replacement

Cell management
Monitoring and capacity balancing

Capacity maintenance
Compensation of cell tolerances by
single cell charging

(capacity compensation)

Extension

Over the entire lifetime

Possible at any time through automatic
capacity compensation

Diagnostics

Function monitoring of all
components and cells for
early detection of deviations

Maintenance

Deviating performance parameters
enable predictable maintenance over the
entire service life

Replacement

Each component, each cell can be
replaced at any time by your local
specialist partner

Compatibility

Voltage, capacity, power and
communication can be adapted
to any application
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Declaration

ESAVE 14 - 15 Energy storage without power electronics
‘ |—> Max. possible DC charge/discharge power of the energy storage
Usable capacity

ESAVEPLUS 14 - 15 . 15 - 01 Energy storage with power electronics

‘ L—-> System variant
Max. System power

» Max. possible DC charge/discharge power of the storage

» Usable capacity

Note

This catalog provides you with a selection of system proposals. Adjustments
in capacity and performance are possible at any time.

Our sales team will be pleased to help you with the design necessary for your
application.
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Product overview ESAVEplus LV-systems

7kWh ESAVEplus 07-07.03-01 22104963

7kWh S5kw ESAVEplus 07-07.05-01 22104964 7
14kWh 15kwW ESAVEplus 14-15.15-03 22104965 8
14kWh 5kw ESAVEplus 14-15.05-01 22104966 9
14kWh 10kwW ESAVEplus 14-15.10-01 22104967 10
14kWh 15kwW ESAVEplus 14-15.15-01 22104968 11
14kWh 15kwW ESAVEplus 14-15.15-02 22104969 12
28kWh 15kwW ESAVEplus 28-15.15-01 22104970 13
28kWh 15kw ESAVEplus 28-15.15-02 22104971 14
56kWh 15kwW ESAVEplus 56-15.15-01 22104972 15
56kWh 15kwW ESAVEplus 56-15.15-02 22104973 16
56kWh 30kW ESAVEplus 56-30.30-01 22104974 17
56kWh 30kW ESAVEplus 56-30.30-02 22104975 18
56kWh 45kw ESAVEplus 56-60.45-01 22104976 19
56kWh 45kw ESAVEplus 56-60.45-02 22104977 20
112kWh 45kw ESAVEplus 112-60.45-01 22104978 21
168kWh 90kW ESAVEplus 168-90.90-01 22104984 22
224kWh 90kW ESAVEplus 224-120.90-01 22104979 23
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Product overview ESAVEplus HV-systems

84kWh 15kwW ESAVEplus 84-92.15-01 22104985

112kWh 20kw ESAVEplus 112-123.20-01 22104980 26
168kWh 20kw ESAVEplus 168-185.20-01 22104986 27
196kWh 50kwW ESAVEplus 196-216.50-01 22104981 28
224kWh 100kw ESAVEplus 224-247.100-01 22104982 29
392kWh 150kw ESAVEplus 392-216.150-01 22104983 30
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Technical data system on-ord Y
Usable capacity 7kWh Products

Max. charge/ discharge power = 2kW /3kW Energy storage ESAVE 7-7
Article number 22104963 Inverter MultiPlus Il 24/3000

ESAVE 7-7 Art.No.: 22104908
Usable capacity | 7kWh
Max. power | 7kW
NominalVoltage DC | 25,7V
Protection class | IP50

Operating temperature | +10°C bis 35°C
Net Weight | 70kg

Dimension | 760mm | 300mm
[Width | Depth| Height] | 820 mm

MultiPlus-1l 24/3000/70-32GX Art.No.: 2210xxxx

Grid tie input (AC)
Rated power | 3kVA
Max. input current | 32A
Max. charge current | 70A DC

Phases | 1
Weight | 19kg

Protection class | 1P22

Accessories included Art.No.
DC fuse inverter 200A 22102155

A
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Technical data system omarid Y
Usable capacity 7kWh Products

Max. charge/ discharge power = 3kW /5kW Energy storage ESAVE 7-7
Article number 22104964 Inverter MultiPlus 1l 24/5000

ESAVE 7-7 Art.No.: 22104908
Usable capacity | 7kWh
Max. power | 7kW
NominalVoltage DC | 25,7V
Protection class | IP50

Operating temperature | +10°C bis 35°C
Net Weight | 70kg

Dimension | 760mm | 300mm
[Width | Depth | Height] | 820 mm

MultiPlus-1I 24/5000/120-50GX Art.No.: 2210xxxx

Grid tie input (AC)
Rated power | 5kVA
Max. input current | 32A
Max. charge current | 120A DC

Phases | 1
Weight | 30kg

Protection class | 1P22

Accessories included Art.No.
DC fuse inverter 200A 22102155

A
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Technical data system Bt
Usable capacity 14kWh Products

Max. charge/ discharge power 15kW Energy storage ESAVE 14-15

Article number | 22104965 Inverter 3 x OFFGI-48-6000

~ [ ESAVE 14-15 Art.No.: 22104615

Usable capacity | 14kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10
Operating temperature | +10°C bis 35°C
Net Weight | 135kg

Dimension | 1300mm | 260mm
[Width | Depth | Height] | 1200 —1600mm

OFFGI-48-6000 Art.No.: 22104292
Grid input (AC)

Rated power | 6kW
Voltage | 230VAC

PV Input (DC)
Max. PV-Power | 6kW

Max. PV-Voltage
MPPVoltage range

Number of MPP trackers/

Max. Input current

Weight

Protection class

Accessories included

500VDC
120VDC .. 430VDC

1]
27A

12kg
IP20

Art.No.

Communication cable ONGI single
DC fuse inverter 200A

22104847
3x22102155

A
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Technical data system orand e e T
Usable capacity 14kWh Products

Max. charge/ discharge power 5kw Energy storage ESAVE 14-15

Article number 22104966 Inverter ONGI-48-5000

i il ESAVE 14-15 Art.No.: 22104615

Usable capacity | 14kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10
Operating temperature | +10°C bis 35°C
Net Weight | 135kg

Dimension | 1300mm | 260mm
[Width | Depth| Height] | 1200 —1600mm

ONGI-48-5000 Art.No.: 22104290
Grid tie input (AC)
Rated power | 5kW

Nominal output current | 21A
Phases | 1ph Input | 1ph Output
PV Input (DC)
Max. PV-Power | 10kW
Max. PV-Voltage | 900VDC
MPPVoltage range | 250VDC .. 850VDC

Number of MPP trackers/ | 2 |
Max. Input current | A: 10A | B: 10A

Weight | 29kg

Protection class | IP20

Accessories included Art.No.
Communication cable ONGI 22104847
DC fuse inverter inverter 200A 22102155

A
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Technical data system orand e e T
Usable capacity 14kWh Products

Max. charge/ discharge power 10kW Energy storage ESAVE 14-15

Article number 22104967 Inverter 2 x ONGI-48-5000

~ [ ESAVE 14-15 Art.No.: 22104615

Usable capacity | 14kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10
Operating temperature | +10°C bis 35°C
Net Weight | 135kg

Dimension | 1300mm | 260mm
[Width | Depth| Height] | 1200 —1600mm

ONGI-48-5000 Art.No.: 22104290
Grid tie input (AC)
Rated power | 5kW

Nominal output current | 21A
Phases | 1ph Input | 1ph Output
PV Input (DC)
Max. PV-Power | 10kW
Max. PV-Voltage | 900VDC
MPPVoltage range | 250VDC .. 850VDC

Number of MPP trackers/ | 2 |
Max. Input current | A: 10A | B: 10A

Weight | 29kg

Protection class | IP20

Accessories included Art.No.
Communication cable ONGI parallel 22104848
DC fuse inverter 200A | 2 x 22102155

A
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Technical data system orand e e T
Usable capacity 14kWh Products

Max. charge/ discharge power 15kwW Energy storage ESAVE 14-15

Article number 22104968 Inverter ONGI-48-15000

5%

ESAVE 14-15 Art.No.: 22104615
Usable capacity | 14kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10

Operating temperature | +10°C bis 35°C
Net Weight | 135kg

Dimension | 1300mm | 260mm
[Width | Depth | Height] | 1200 —1600mm

ONGI-48-15000 Art.No.: 22104289
Grid tie input (AC)

Rated power | 15kW

Nominal output current | 21,7A
Phases | 3ph Input| 3ph Output
PV Input (DC)
Max. PV-Power | 22,5kW
Max. PV-Voltage | 900VDC

MPPVoltage range | 350VDC .. 850VDC

Number of MPP trackers/ | 2 |
Max. Input current | A: 37,65A | B: 18,6A

Weight | 62kg
Protection class | IP20

Accessories included Art.No.
Communication cable ONGI single 22104847
DC fuse inverter 500A 22102027

A
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Technical data system orand e e T
Usable capacity 14kWh Products

Max. charge/ discharge power 15kw Energy storage ESAVE 14-15

Article number 22104969 Inverter | ONGI-48-15000 WP

i il ESAVE 14-15 Art.No.: 22104615

Usable capacity | 14kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10
Operating temperature | +10°C bis 35°C
Net Weight | 135kg

Dimension | 1300mm | 260mm
[Width | Depth| Height] | 1200 —1600mm

ONGI-48-15000 WP Art.No.: 22104586
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input | 3ph Output
PV Input (DC)
Max. PV-Power | 16kW
Max. PV-Voltage | 1000VDC

MPPVoltage range | 350VDC .. 950VDC

Number of MPP trackers/ | 2 |
Max. Input current | A: 27A | B:27A

Weight | 73kg

Protection class | IP65

is .
g ST0A 4

- -_l- F

Accessories included Art.No.
Communication cable ONGI single 22104847
DC fuse inverter 500A 22102027

A
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Technical data system orand B P
Usable capacity 28kWh Products

Max. charge/ discharge power 15kwW Energy storage ESAVE 28-15
Article number 22104970 Inverter ONGI-48-15000

ESAVE 28-15 Art.No.: 22104662
Usable capacity | 28kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | 1IP10

Operating temperature | +10°C bis 35°C
Net Weight | 240kg

Dimension | 1300mm | 260mm
[Width | Depth| Height] | 1200 =1600mm

ONGI-48-15000 Art.No.: 22104289
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input| 3ph Output
PV Input (DC)
Max. PV-Power | 22,5kW
Max. PV-Voltage | 900VDC
MPPVoltage range | 350VDC .. 850VDC
Number of MPP trackers/ | 2 |
Max. Input current | A: 37,65A | B: 18,6A
Weight | 62kg

Protection class | IP20

Accessories included Art.No.
Communication cable ONGI single 22104847
DC fuse inverter 500A 22102027

A
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Technical data system on-ord Y
Usable capacity 28kWh Products

Max. charge/ discharge power 15kwW Energy storage ESAVE 28-15
Article number 22104971 Inverter | ONGI-48-15000 WP

ESAVE 28-15 Art.No.: 22104662
Usable capacity | 28kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10

Operating temperature | +10°C bis 35°C
Net Weight | 240kg

Dimension | 1300mm | 260mm
[Width | Depth | Height] | 1200 —1600mm

ONGI-48-15000 WP Art.No.: 22104586
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input | 3ph Output
PV Input (DC)
Max. PV-Power | 16kW
Max. PV-Voltage | 1000VDC
MPPVoltage range | 350VDC .. 950VDC
Number of MPP trackers/ | 2 |
Max. Input current | A: 27A | B: 27A
Weight | 73kg

Protection class | IP65

is I
S0A 4

s =

Accessories included Art.No.
Communication cable ONGI single 22104847
DC fuse inverter 500A 22102027

A
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Technical data system orord Y
Usable capacity 56kWh Products

Max. charge/ discharge power 15kwW Energy storage ESAVE 56-15
Article number 22104972 Inverter ONGI-48-15000

ESAVE 56-15 Art.No.: 22104902
Usable capacity | 56kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10

Operating temperature | +10°C bis 35°C
Net Weight | 465kg
Dimension | 1300mm | 260mm
[Width | Depth | Height] | 2350mm

ONGI-48-15000 Art.No.: 22104289
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input | 3ph Output
PV Input (DC)
Max. PV-Power | 22,5kW
Max. PV-Voltage | 900VDC
MPPVoltage range | 350VDC .. 850VDC
Number of MPP trackers/ | 2 |
Max. Input current | A: 37,65A | B: 18,6A
Weigth | 62kg

Protection class | IP20

Accessories included Art.No.
Communication cable ONGI single 22104847
DC fuse inverter 500A 22102027

A
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Technical data system orord Y
Usable capacity 56kWh Products

Max. charge/ discharge power 15kwW Energy storage ESAVE 56-15
Article number 22104973 Inverter ONGI-48-15000 WP

ESAVE 56-15 Art.No.: 22104902
Usable capacity | 56kWh
Max. power | 15kW
NominalVoltage DC | 51V
Protection class | IP10

Operating temperature | +10°C bis 35°C
Net Weight | 465kg
Dimension | 1300mm | 260mm
[Width | Depth| Height] | 2350mm

ONGI-48-15000 WP Art.No.: 22104586
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input | 3ph Output
PV Input (DC)
Max. PV-Power | 16kW
Max. PV-Voltage | 1000VDC

MPPVoltage range | 350VDC .. 950VDC
Number of MPP trackers/ | 2 |
Max. Input current | A: 27A | B: 27A
Weight | 73kg
Protection class | P65

Accessories included Art.No.
Communication cable ONGI single 22104847
DC fuse inverter 500A 22102027

A
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On-grid a Power backu,
Technical data system ? T P
Usable capacity 56kwh _Products
Max. charge/ discharge power 30kW Energy storage ESAVE 56-30
Article number 22104974 Inverter 2 x ONGI-48-15000

ESAVE 56-30 Art.No.: 22104580
Usable capacity | 56kWh
Max. power | 30kW
NominalVoltage DC | 51V
Protection class | IP10

Operating temperature | +10°C bis 35°C
Net Weight | 480kg
Dimension | 1300mm | 260mm
[Width | Depth | Height] | 2350mm

ONGI-48-15000 Art.No.: 22104289
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input | 3ph Output
PV Input (DC)
Max. PV-Power | 22,5kW
Max. PV-Voltage | 900VDC
MPPVoltage range | 350VDC .. 850VDC
Number of MPP trackers/ | 2 |
Max. Input current | A: 37,65A | B: 18,6A
Weigth | 62kg

Protection class | IP20

Accessories included Art.No.
Communication cable ONGI parallel 22104847
DC fuse inverter 500A | 2 x 22102027

A
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On-grid Battery Power backup
Technical data system Istand
Usable capacity 56kwh  Products
Max. charge/ discharge power 30kwW Energy storage ESAVE 56-30
Article number 22104975 Inverter 2 x ONGI-48-15000 WP
ESAVE 56-30 Art.No.: 22104580
Usable capacity | 56kWh
Max. power | 30kW
NominalVoltage DC | 51V
Protection class | IP10
Operating temperature | +10°C bis 35°C
Net Weight | 480kg
Dimension | 1300mm | 260mm
[Width | Depth | Height] | 2350mm

ONGI-48-15000 WP

Art.No.: 22104586

Nominal output current

Number of MPP trackers/

Grid tie input (AC)
Rated power | 15kW
21,7A
Phases | 3ph Input| 3ph Output
PV Input (DC)
Max. PV-Power

Max. PV-Voltage

16kw
1000VDC
350VDC .. 950VDC

2 |
A:27A | B:27A

MPPVoltage range

Max. Input current

Weigth | 73kg

Protection class | P65
Accessories included Art.No.
Communication cable ONGI parallel 22104847
DC fuse inverter 500A | 2 x 22102027

A
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Technical data system orand B e
Usable capacity 56kWh Products

Max. charge/ discharge power 45kwW Energy storage ESAVE 56-60

Article number 22104976 Inverter 3 x ONGI-48-15000

ESAVE 56-60 Art.No.: 22104663
Usable capacity | 56kWh
Max. power | 60kW
NominalVoltage DC | 51V
Protection class | IP10

Operating temperature | +10°C bis 35°C
Net Weight | 490kg
Dimension | 1300mm | 260mm
[Width | Depth | Height] | 2350mm

ONGI-48-15000 Art.No.: 22104289
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input| 3ph Output
PV Input (DC)
Max. PV-Power | 22,5kW
Max. PV-Voltage | 900VDC
MPPVoltage range | 350VDC .. 850VDC
Number of MPP trackers/ | 2 |
Max. Input current | A: 37,65A | B:18,6A
Weigth | 62kg

Protection class | IP20

Accessories included Art.No.
Communication cable ONGI parallel 22104848
Communication cable ONGI extension 22104849

DC fuse inverter 500A | 3 x 22102027

A
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Technical data system orand B e
Usable capacity 56kWh Products
Max. charge/ discharge power 45kw Energy storage ESAVE 56-60
Article number 22104977 Inverter | 3 x ONGI-48-15000 WP
ESAVE 56-60 Art.No.: 22104663

Usable capacity | 56kWh
Max. power | 60kW
NominalVoltage DC | 51V
Protection class | IP10
Operating temperature | +10°C bis 35°C
Net Weight | 490kg
Dimension | 1300mm | 260mm
[Width | Depth | Height] | 2350mm

ONGI-48-15000 WP Art.No.: 22104586
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input| 3ph Output
PV Input (DC)
Max. PV-Power | 16kW
Max. PV-Voltage | 1000VDC

MPPVoltage range | 350VDC .. 950VDC
Number of MPP trackers/ | 2 |
Max. Input current | At 27A | B: 27A

Weigth | 73kg

Protection class | IP65

Accessories included Art.No.
Communication cable ONGI parallel 22104848
Communication cable ONGI extension 22104849

DC fuse inverter 500A | 3 x22102027

A
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Technical data system omgrd B T
Usable capacity 112kWh Products
Max. charge/ discharge power 45kW Energy storage ESAVE 112-60
Article number 22104978 Inverter | 3 x ONGI-48-15000 WP
ESAVE 112-60 Art.No.: 22104680

Usable capacity | 112kWh
Max. power | 60kW
NominalVoltage DC | 51V
Protection class | IP10
Operating temperature | +10°C bis 35°C
Net Weight | 950kg
Dimension | 2600mm | 260mm
[Width | Depth | Height] | 2350mm

ONGI-48-15000 WP Art.No.: 22104586
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input| 3ph Output
PV Input (DC)
Max. PV-Power | 16kW
Max. PV-Voltage | 1000VDC

MPPVoltage range | 350VDC .. 950VDC
Number of MPP trackers/ | 2 |
Max. Input current | A:27A | B: 27A
Weigth | 73kg
Protection class | IP65

Accessories included Art.No.
Communication cable ONGI parallel 22104848
Communication cable ONGI extension 22104849

DC fuse inverter 500A | 3 x22102027

A
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Technical data system or-grd B M
Usable capacity 168kWh Products
Max. charge/ discharge power 90kwW Energy storage ESAVE 168-90
Article number 22104984 Inverter | 6 x ONGI-48-15000 WP

Technical data energy storage

ESAVE 168-90 Art.No.: 2210xxxx
Usable capacity | 168kWh
Max. power | 90kW
NominalVoltage DC | 51V
Protection class | IP10

Operating temperature | +10°C bis 35°C
Net Weight | 1400kg
Dimension | 3900mm | 260mm
[Width | Depth| Height] | 2350mm

ONGI-48-15000 WP Art.No.: 22104586
Grid tie input (AC)
Rated power | 15kW
Nominal output current | 21,7A
Phases | 3ph Input| 3ph Output
PV Input (DC)
Max. PV-Power | 16kW
Max. PV-Voltage | 1000VDC

MPPVoltage range | 350VDC .. 950VDC
Number of MPP trackers/ | 2 |
Max. Input current | A:27A | B: 27A
Weigth | 73kg
Protection class | P65

Accessories included Art.No.
Communication cable ONGI parallel 22104848
Communication cable ONGI extension | 4 x 22104849

DC fuse inverter 500A | 7 x 22102027

A
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Technical data system
Usable capacity 224kWh
Max. charge/ discharge power 90kwW
Article number 22104979

ESAVE 224-120

Art.Nr.: 22104654

@®

an
On-grid Battery Power backup
Island
Products
Energy storage ESAVE 224-120

Inverter

6 xONGI-48-15000 WP

ONGI-48-15000 WP

Art.No.: 22104586

Usable capacity
Max. power
NominalVoltage DC

Protection class
Operating temperature

Net Weight
Dimension
[Width | Depth | Height]

224kWh
120kW

51V

IP10

+10°C bis 35°C
1850kg

5200mm | 260mm
2350mm

Accessories included Art.No.
Communication cable ONGI parallel 22104848
Communication cable ONGI extension | 4 x 22104849
DC fuse inverter 500A | 7 x 22102027

Grid tie input (AC)
Rated power

Nominal output current

Phases

PV Input (DC)

Max. PV-Power

Max. PV-Voltage
MPPVoltage range
Number of MPP trackers/
Max. Input current
Weigth

Protection class

15kW
21,7A

3ph Input | 3ph Output

16kw
1000vVDC

350VDC .. 950VDC
2 |

A:27A | B:27A
73kg

IP65

A
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Technical data system VoE A a1 B
Usable capacity 84kWh Products
Max. charge/ discharge power 15kwW Energy storage ESAVE 84-92
Article number 22104985 Inverter ‘ SOFAR HYD 20KTL-3PH

SeFAR

SOFAR HYD 20KTL-3PH Art.No.: 2210xxxx
Grid tie input (AC)
Rated power | 20kW
Phases | 3ph Input | 3ph Output
PV Input (DC)
ESAVE 84-92 Art.Nr.: 22104948 Max. PV-Power | 30kW
Usable capacity | 84kWh Max. PV-Voltage | 1000VDC
Max. power | 92kW MPPVoltage range | 180VDC .. 960VDC
NominalVoltage DC | 308 V Number of MPP trackers/ | 2 |
Protection class | IP20 Max. Input current | A:25A | B:25A
Operating temperature | +10°C bis 35°C Weigth | 37kg
Net Weight | 720kg Protection class | IP65
Dimension | 2600mm | 260mm L.
[Width | Depth | Height] | 2350mm | Accessories included . Art.No.
HV DC fuse inverter AEX150 | 22101315

A
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A ESAVErwus | | 2-123.2001
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Battery Power backup
Island

“n
Technical data system VDEARN 4110
Usable capacity 112kWh Products
Max. charge/ discharge power 20kw Energy storage
Article number 22104980 Inverter

SOFAR HYD 20KTL-3PH

ESAVE 112-123
SOFAR HYD 20KTL-3PH

SeEAR

Art.No.: 2210xxxx

Grid tie input (AC)
Rated power

Phases

PV Input (DC)

20kwW
3ph Input | 3ph Output

Max. PV-Power | 30kW
Max. PV-Voltage | 1000VDC
ESAVE 112-123 Art.Nr.: 22104949 MPPVoltage range | 180VDC .. 960VDC
Usable capacity | 112kWh Number of MPP trackers/ | 2 |
Max. power | 123kW Max. Input current | A: 25A | B: 25A
NominalVoltage DC | 411V Weigth | 37kg
Protection class | IP20 Protection class | 1P65
Operating temperature | +10°C bis 35°C
Net Weight | 995kg Accessories included Art.No.
Dimension | 2600mm | 260mm HV DC fuse inverterAEX150 | 22101315
[Width | Depth | Height] | 2350mm

A
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A ESAVErLus | 68-185.20-0 1STODIA
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“s
Technical data system VoE A a1 B
Usable capacity 168kWh Products

Max. charge/ discharge power

ESAVE 168-185 Art.Nr.: 22104948

20kwW Energy storage
Article number 22104986

Usable capacity | 84kWh
Max. power | 92kW
NominalVoltage DC | 308 V
Protection class | IP20
Operating temperature | +10°C bis 35°C
Net Weight | 1400kg
Dimension | 3900mm | 260mm
[Width | Depth | Height] | 2350mm

ESAVE 168-185

Inverter SOFAR HYD 20KTL-3PH

SeFAR

SOFAR HYD 20KTL-3PH Art.No.: 2210xxxx
Grid tie input (AC)

Rated power | 20kW
Phases | 3ph Input | 3ph Output

PV Input (DC)
Max. PV-Power | 30kW
Max. PV-Voltage | 1000VDC

MPPVoltage range | 180VDC .. 960VDC

Number of MPP trackers/ | 2 |
Max. Input current | At 25A | B: 25A

Weigth | 37kg

Protection class | IP65

Accessories included Art.No.

HV DC fuse inverterAEX150 | 22101315

A
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A ESAVEFLus 196-216.50-01 STOD'A

M

Technical data system VDEARN 4110 sate
Usable capacity 196kWh Products
Max. charge/ discharge power 50kW Energy storage ESAVE 196-216

Article number 22104981 Inverter

KACO 50.0TL3-S

ESAVE 196-216 Art.No.: 22101231  KACO 50.0TL3-S Art.No.: 22104810
Usable capacity | 196kWh Grid tie input (AC)
Max. power | 216kW Rated power | 50kW
NominalVoltage DC | 719V
Protection class | 1P20 Nominal output current | 72,2A per phase

Operating temperature | +10°C bis 35°C
Net Weight | 1620kg

Dimension | 5200mm | 260mm
[Width | Depth | Height] | 2350mm

Weight | 75kg

Protection class | IP65

Accessories included Art.No.
HV DC fuse inverterAEX150 | 22101315

A
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A ESAVEpLus 224-247. 1000 |
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Technical data system
Usable capacity

Max. charge/ discharge power
Article number

224kWh
100kW
22104982

On-grid
VDE-AR-N 4110

Battery

Products
Energy storage ESAVE 224-247
Inverter KACO 50.0TL3-S

ESAVE 224-247

Art.No.: 22100675

KACO 50.0TL3-S

Art.No.: 22104810

Usable capacity

Max. power
NominalVoltage DC
Protection class
Operating temperature
Net Weight

Dimension

[Width | Depth | Height]

224kWh
247kW

822V

1P20

+10°C bis 35°C
1850kg

5200mm | 260mm
2350mm

Grid tie input (AC)

Rated power
Nominal output current

Weight

Protection class

Accessories included

50kW
72,2A per phase

75kg
IP65

Art.No.

HV DC fuse inverterAEX150 | 2x22101315

A
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A ESAVErLus 392-216. 15001 1STODIA

M

Technical data system VDEARN 4110 sate
Usable capacity 392kWh Products

Max. charge/ discharge power 150kwW Energy storage ESAVE 392-216
Article number 22104983 Inverter KACO 50.0TL3-S

KACO 50.0TL3-S Art.No.: 22104810
Grid tie input (AC)
ESAVE 392-216 Art.No.: 22104915 Rated power | 50kW

Usable capacity | 336kWh
Max. power | 216kW
NominalVoltage DC | 719V Weight | 75kg

Nominal output current | 72,2A per phase

Protection class | 1P20 Protection class | P65

Operating temperature | +10°C bis 35°C
Net Weight | 2700kg
Dimension | 9100mm | 260mm Accessories included Art.No.

[Width | Depth | Height] | 2350mm HV DC fuse inverterAEX150 | 3 x 22101315

A
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